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F3001 High Pressure Safe Air Tester for Breathing A ir
Systems
The F3001 Safe Air tester enables monthly breathing-air tests for high pressure systems to be
conducted easily and quickly. This ensures complete compliance with the relevant requirements
of COSHH L5.

Developed from the market leading F2001 the F3001 sets new standards in air quality
instrumentation. With a user-friendly menu driven display, air quality testing is both easy and
quick to complete, with a typical test taking approximately 18 minutes.

The detection parameters of EN12021
1998 are met or exceeded during the
automatically controlled test by the use of
Factair-approved detector tubes to
establish levels of carbon monoxide,
carbon dioxide, oil and water. The unit
incorporates both a odour check facility
and an inbuilt electronic sensor with digital
readout to measure oxygen content.
Additionally the F3001 has a
programmable test facility for both mineral
and synthetic oils.

The F3001 features a number of
improvements over the previous
generation of air quality testers. Extremely
low power consumption eliminates the
necessity for the lengthy recharging of the instrument. Instead the F3001 features standard
batteries which provide a prolonged life.  In addition the unit is significantly smaller and lighter
making it easier to transport on site.  The unit is supplied with the F2002 high-pressure regulator
allowing it to test cylinders up to 300 bar.

The F3001 is supplied with a “laptop” style carrying case which protects it during transport and
has individual pockets for storing chemical reagent tubes, inlet adaptors, high pressure
regulators and documentation. Factair’s quality accredited instrument workshop provides
recalibration and servicing for the unit. In fact a testimony to the robustness and quality of
Factair’s Safe-Air Testers is that units over 10 years old are still in daily use.

Model Width Length Height Weight

F3001 105 mm 320 mm 255 mm 6.0 Kg
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F1767

Record Pad (25 Sheets)

F3000 Safe Air Tester

Designed for low-pressure systems, the F3000 features a flowmeter instead of the odour check
facility, this allows airflows of up to 600 l/min to be verified. Although the F3000 has been
designed for low-pressure systems the unit can be used to test HP systems when used in
conjunction with a F3002 HP regulator.

Developed from the market leading F2000 the F3000 sets new standards in air quality
instrumentation. With a user-friendly menu driven display, air quality testing is both easy and
quick to complete, with a typical test taking approximately 18 minutes.

Accessories Included

F2146 Factair
Weatherproof
Hard Case

Detector Tubes

Oil H2O CO CO2

        6728371   6728531  6728511  6728521

F3002

High Pressure Regulator
Up to 300 bar

(not included with F3000)

Soft Carry Case

F2187

Tube Tip Cutter

Travel Container
for used Detector

Tubes

Optional Extras


